Counter Data
	Counter Position
	Rack position
	Counter #
	Recommended 
Voltage (V)
	Signal cable Number, 60' long
	High Voltage Cable Number, 60' long
	% Efficiency
	Individual Count with voltage on July 30, 2012 at 11:30 am

	Ladder A top
	1
	18/44
	1500-1700
	16
	50
	98.6
	293Hz @1480V

	Ladder A middle
	2
	80
	1480-1680
	10
	54
	97.1
	131Hz @ 1560V

	Ladder A bottom
	3
	41
	1520-1680
	77, Cable only 58' and 10" long
	53
	97.8
	228Hz @1560V

	Ladder B top
	4
	21
	1700
	5
	6
	96.7
	100Hz @ 1600V

	Ladder B middle
	5
	6
	1580-1700
	19
	1
	98.2
	115Hz @1600V

	Ladder B bottom
	6
	2
	1560-1680
	12
	52
	97.7
	158Hz @1600V

	Ladder C top
	7
	4
	1520-1680
	1
	3
	97.8
	350Hz @1480V

	Ladder C middle
	8
	47
	1400-1700
	8
	8
	97.6
	200Hz @1480V

	Ladder C bottom
	9
	11
	1520-1680
	18
	12
	97.8
	231Hz @1560V

	Ladder D top
	10
	35
	1660-1700
	4
	48
	92.4
	160Hz @1580V

	Ladder D middle
	12
	149
	1440-1700
	20
	5
	92.7
	91Hz @1540V

	Ladder D bottom
	13
	19/77
	1680-1700
	11
	49
	96.2
	280Hz @1680V

	Ladder E top
	14
	138
	1640-1700
	9
	7
	98.6
	220Hz @1620V

	Ladder E middle
	15
	101
	1500-1700
	2
	4
	98.3
	393Hz @1560V

	Ladder E bottom
	16
	131
	1620-1700
	14
	55
	98.2
	216Hz @1620V

	Ladder F top
	17
	10
	1560-1700
	3
	9
	92.4
	311Hz @1640V

	Ladder F middle
	18
	18/200
	1640-1700
	6
	11
	94.2
	373Hz @1540V

	Ladder F bottom
	19
	16
	1560-1680
	7
	2
	96.8
	145Hz @1600V
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