
Procedure	
  for	
  MVME5500	
  Checkout	
  and	
  Modifications,	
  LArIAT	
  test	
  beam	
  experiment	
  
	
  

1. If	
  necessary,	
  reattach	
  front	
  panel	
  
2. Inspect	
  for	
  damage,	
  especially	
  for	
  sheared	
  parts	
  on	
  the	
  reverse	
  side	
  of	
  the	
  PC	
  

board	
  
3. Clean	
  all	
  connector	
  pins	
  
4. If	
  necessary,	
  clean	
  PC	
  board	
  
5. Jumper	
  BG3IN*	
  to	
  GND,	
  pins	
  P1	
  B13	
  (BG3IN*)	
  to	
  P1	
  C9	
  (GND)	
  to	
  reduce	
  noise	
  on	
  

this	
  line	
  used	
  by	
  ADF-­‐2	
  cards	
  
6. Remove	
  pins	
  Z13,	
  Z15,	
  Z17,	
  Z19,	
  Z21,	
  Z23	
  and	
  Z25	
  on	
  the	
  P1	
  connector.	
  	
  These	
  

are	
  reserved	
  bus	
  pins	
  and	
  the	
  MVME5500	
  use	
  (PCI	
  expansion)	
  conflicts	
  with	
  the	
  
ADF-­‐2	
  use	
  (timing	
  and	
  control	
  signals)	
  

7. Remove	
  silver	
  fuses	
  at	
  R188	
  and	
  R199	
  in	
  order	
  to	
  disconnect	
  +/-­‐12V	
  from	
  the	
  
board,	
  as	
  ADF-­‐2	
  crates	
  utilize	
  these	
  power	
  lines	
  for	
  +/-­‐5V	
  	
  

	
  
Task	
  code	
  40/40.51.03.08	
  PPD	
  Liquid	
  Argon	
  Test	
  Beam	
  
	
  


