FLARE HISTORICAL DATA - OXYGEN FILTER REGENERATION
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X Axis
Pen Name Description H Value | Eng Units High Ove..| Low Over J
— PAB S1.TE 56 AR REAL C.F CV | O2 filter preheater temperature C (F_CV) 300 C 300 22
— PAB S1.TE 54 AR REAL C.F CV | O2 filter internal temperature C (F_CV) 267 | C 329 25
— PAB_S1.AE_151_HAR_REAL_PP... | O2 Filter Near Dewpoint Meter ppm (F_... 28,711.8 | ppm Viv 33,555.8 131.9
— PAB S1.PT 15 V REAL.F CV LAr Transfer Line Insulating Vacuum 0.0001 | Torr 807.2188 0.0001
— PAB S1.PT 154 V REAL.F CV 02 Filter Cryostat Insulating Vacuum 0.0177 | Torr 386.0000 0.0069
8:36:17 AM |Last 24 Hours | 8:36:17 A

Notes:

First regeneration with the modified filter that has the inlet flange welded together and the outlet flange extended
about 15 inches away from the heater tape.
Lowered pre-heater maximum output to 30% from 50% to protect cartridge heater.
Peak temperature of 329 C due to self-heating during regeneration.

Regeneration was long enough to drive water level down by end of heating cycle.
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First regeneration with the modified filter that has the inlet flange welded together and the outlet flange extended about 15 inches away from the heater tape.    
Lowered pre-heater maximum output to 30% from 50% to protect cartridge heater.
Peak temperature of 329 C due to self-heating during regeneration.
Regeneration was long enough to drive water level down by end of heating cycle.




